
Statement Yes No Notes

There were no significant safety concerns at the jobsite
The jobsite has reasonable access for trucks & equipment
The pitch of the roof is normal
Note:

Attic Inspection
The attic accesses are easily accessible

The attic wiring is not an issue 
(attic does not contain knob & tube wiring)
The attic has existing insulation
The average amount of insulation is ______ “
The type of existing insulation is:  (circle applicable)
  Cellulose     Rockwool     Fiberglass     Vermiculite     Other
Attic has open soffits or chases
Attic has un-backed knee-walls and or skylights
Attic has fallen or missing insulation
Attic has signs of moisture problems:  (circle applicable)
   Mold     Mildew     Rotting     Weakness     Odor  
Exhaust fans are connected & vented to outdoors
HVAC is sealed and has no signs of leaking into attic 
or poor connections
Attic baffles are installed as needed
Additional baffles or ventilation needs to be added
Can lights are covered
Attic is properly air sealed from living space
Other:

Additional Comments:

Measurements

Length x Width

________  X  ________  =  _________

________  X  ________  =  _________

________  X  ________  =  _________

________  X  ________  =  _________

Total Square Feet  __________________

# of Baffles Needed  _____________

# of Can Light Covers  ___________

# of 2x4 Sheets of Backing  _______

#of Batts  _______  Width  24”  16”

Linear Feet of EnergyComplete™ 
Sealant  _______________________

  Desired R-Value:  ______________
– Existing R-Value:  ______________

Additional Needed:  _____________
          ÷ Coverage:  _____________

# of Bags Needed:   _____________

ATTIC INSPECTION SHEET

Customer Name  __________________________ Home Phone  __________________  Cell  ___________________

Address  ________________________________________________________________________________________



Scale 1 square = 1 Sq. Ft. 


